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clipLED module Puro A,D,E
d�����ee�    

��� re�lace�ent �odule �or halogen light source in �uro �� halogen lu�inaires �ith double�sided light out�ut. cli���� 
�odule can be installed in an e�isting �uro �� head �ithout tools.    

�1�d ada�ter �or �ounting on �uro �� bod� included. �onnection to 230 ���0 �� �ains �oltage and e�ternall� 
di��able �ia �hase cut di��er.     
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�aterial     alu�inu�� co��er ber�lliu�� �ol�a�ide� glass� steel    

�eight     1�0 g

a�erage li�e ti�e     2�.000 hrs    

energ� e��icienc� class 
 �lu�inous e��icienc��    

� �head single�sided �� �� � ��    

�o�er     ��� 12 �

color rendering inde�     ��� ��

color te��erature �color consistenc��     2�00 � �3�ste��

di��ing     �ia trailing�edge �hase cut di��er    

connection     220 � 2�0 � �� � �0 ��

�o�er �actor �o�er su��l� �cos �1�     � 0 .    �

�lic�er � strobosco�ic e��ect     � 1 ��st��� � � 0 .    � �S���

�er�itted o�erating conditions     �a�. 30�� �or indoor use onl�    

                    
0.2 m
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lighting effects

 head double sided
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Puro A

diffuse light

insert:  satinised glass 
satinised glass

luminous flux:
clipLED 12 W 1000 lm*
B15d 70 W 890 lm**
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Puro D

directed light

insert:  lens 
lens

luminous flux:
clipLED 12 W 1050 lm*
B15d 70 W  880 lm**
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Puro E

diffuse light
directed light
beam angle approx. 65° (down)

insert:  satinised glass 
lens

luminous flux:
clipLED 12 W 1000 lm*
B15d 70 W  870 lm**

* built into luminaire head with inserts
** five bulbs 70 W HV halogen clear measured and value averaged

clipLED module Puro A,D,E
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accessories

long B15D adapter
for luminaires from Occhio with short socket

Article can be reordered free of charge in the 
partner portal.
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For shorter socket (< 28 mm) long adapter 
required.
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clipLED module Puro A,D,E


